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APPLICATIONS
Construction-grade, heavy-duty submersible utility pump designed 
for the most demanding applications such as dewatering construction 
sites, ponds, and ditches.

FEATURES & BENEFITS
• Rugged construction with stainless steel motor housing and  

suction strainer 

• Special urethane rubber impeller

• High efficiency, 115 V permanent split capacitor (PSC) motor, with 
thermal overload protection as well as upper and lower ball bearings 
for extended operation

• Double-seal system (silicon carbide primary mechanical seal with a 
carbon ceramic secondary seal)

• 20' extended length power cord

Model Item No. UPC HP Amps Volts Discharge Intake Cord 
Length

Gallons Per Hour at Height Shut-Off4' 10' 20' 30' 37'
RL50CON 14942722 0 10121 14585 6 1/2 5.0 115 2" MNPT Screened 

Bottom 20' 3600 3240 2400 1200 0 37'

Model Length Width Height Weight
(lbs)

Carton 
Cubes
(cu ft)

Pallet 
Quantity

Quantity 
per Layer

Layers 
per Pallet

RL50CON 7.75" 9.25" 13.33" 26 0.55 75 25 3

CARTON SPECIFICATIONS
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Capacity - US gph

RL50CON

HEAVY-DUTY SUBMERSIBLE UTILITY PUMP


